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FEATURES 
Higher Reliability
• Aberra�on eliminated C-T type monochromator with stable performance
• Modular electronic circuits design with easy opera�on and maintenance  
• Reliable gas-liquid separator and fuel gas filter device provide the robustness even in high 
humid and harsh environment.  

Higher Safety
• Intelligent feedback detec�on technique, real-�me monitors the lamp current and protects 
the hollow cathode lamps.
• Simple structure modular gas supply system provides lower fault rate, higher safety and 
reliability.
• High precision mass flow controller and stable electronics in flame system control the fuel 
flow accurately. Temperature control protec�on system together with dual air circuit breakers 
in GF system, effec�vely prevent current overload or abnormal temperature rise.  
• Mul�ple safety interlock device and prompt informa�on display prevent possible dangers. 

More easy to use
• Unique light source system， with 8-lamp turret fully automa�c change and op�miza�on，
supports 1 lamp working and 7 lamps prehea�ng in the same �me. 
• Easy changing emission burner for easily ionized elements such as K, Na, etc., with linear 
range 3 �mes that of normal flame.
• Temperature control modes in graphite furnace analysis can be switched over easily between 
op�cal control and constant voltage control, according to different elements and graphite 
tubes, for the best results and extending the life�me of graphite tubes. 
• One-click automa�c op�miza�on, easy analy�cal condi�on se�ng, expert database support, 
for easy opera�on with no worries. 

Fewer Faults
• Hamamatsu’s high performance PMT as the detector.
• Molding PPS spray chamber has high chemical stability, withstanding high temperature and 
strong acids etc..   
• The communica�on system is based on the mature bussing technique. It improves an�-jam-
ming capability and data transmission reliability.  
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SPECIFICATIONS 
Wavelength Range
• 190nm ~ 900nm 

Light Source
• 8-lamp turret automa�cally rotates and aligns
• 2 posi�ons for High performance lamp.
• 8-lamp power on and mul�ple lamp preheat at the same �me.
• Lamp current range: 0~15mA

Op�cal System
• Czerny-Turner monochromator
• Diffrac�on Gra�ng: Groove 1800lines/mm, blaze wavelength 250nm
• Focal Length: 277mm
• Spectral Bandwidth: 0.1nm, 0.2nm, 0.4nm, 0.8nm, 1.6nm 
• automa�cally change (Model A)

• 0.1nm, 0.2nm, 0.4nm, 1.2nm automa�cally change (Model B)

• Automa�c peak-picking, automa�c spectral bandwidth se�ng, automa�c energy and wave-
length op�miza�on. 

Flame System
• 10cm Ti burner head for air-acetylene flame, emission burner provided.
• Burner head height and horizontal posi�on automa�c adjustment, with burner angle rotat-
able.（Model A）
• Burner head height push-bu�on adjustable and horizontal posi�on manually adjusted, with 
burner angle rotatable.（Model B）
• Direct forming spray chamber with corrosion-resistant material PPS
• Automa�c igni�on with high precision mass flow control system, realizing fully automated 
fuel gas flow control an adjustment.  

Graphite Furnace System（Type A）
• Longitudinal hea�ng GF system with temperature up to 30000C, hea�ng rate more than 
25000C/s.
• Two temperature control modes selectable: op�cal and constant voltage. Both slope and 
stepped temperature programming are available. 
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• Fully automa�c GF height and horizontal posi�on se�ng and op�miza�on.
• Inner gas, external gas and make up gas are controlled separately. Circula�ng water and gas 
flows monitoring system is equipped.   
• Different types of graphite tubes can be used. 

Safety Protec�on
• Full package of safety protec�on measures, with hardware and so�ware dual alarm system.
• Real-�me monitoring for flame condi�on and air pressure etc., with automa�c flame shut-
�ng down, gas supply cu�ng off and ac�va�ng alarm when abnormal detected，such as igni-
�on failure, fuel gas leakage, flow control error, etc.
• Real-�me monitoring for GF condi�ons and hea�ng program etc., with automa�c power 
cut-off and alarm when abnormal detected, such as water and gas control error, graphite tube 
installa�on mistake, and temperature control problem etc.

Background Correc�on
• D2 lamp background correc�on, with correc�on ability more than 30 �mes.
• S-H -zeeman  background correc�on, with correc�on ability more than 30 �mes.

So�ware and Communica�on
• Intelligent opera�on so�ware compa�ble to WinXP, Win7, Win8, Win10.
• One-key opera�on for instrument op�miza�on, suppor�ng mul�-task analysis. 
• Automa�c curve fi�ng, automa�c re-slope, automa�c concentra�on calcula�on, etc.
• Repeat measure 1~99 �mes, automa�c calcula�on of Average Value, Standard Devia�on, 
RSD, etc..
• Standard USB communica�on port. 

Power Supply
Main Unit for model A：Single phase AC, 110V/220V，max power consump�on: 0.2kVA
Main Unit for model B：Single phase AC, 110V/220V，max power consump�on: 0.15kVA
GF Power Supply for model A：Single phase AC, 220V，max power consump�on: 5.5kVA 

Dimensions and Weight
Main Unit for Type A：1020mm（L）×530mm（W）×500mm（H）， 85kg
Main Unit for Type B：1020mm（L）×530mm（W）×500mm（H），80kg
GF Power Supply for Type A： 350mm（L）×490mm（W）×430mm（H）， 40kg 
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Flame AAS 
 

No 

 

Elemen
t 

Wave 

length 

nm 

 
Flame type 

Detec�o

n limit 

μg/mL 

Characteris�c 

concentra�on 

μg/mL 

Recommended 

analysis range 

μg/mL 

Minimum analysis 

concentra�on 

μg/mL 

1 Ag 328.1 oxidizing 
flame 

0.0028 0.023 0.1 ～ 3.5 0.05 

2 As 193.7 oxidizing 
flame 

0.1348 0.585 5.0 ～ 50 1.5 

3 Au 242.8 oxidizing 
flame 

0.0032 0.051 0.2 ～ 7.5 0.1 

4 Ba 553.6 reducing 
flame 

0.3506 4.770 20 ～ 750 10 

5 Bi 223.1 oxidizing 
flame 

0.0189 0.109 0.75 ～ 15 0.25 

6 Ca 422.7 oxidizing 
flame 

0.0019 0.060 0.3 ～ 7.5 0.1 

7 Cd 228.8 oxidizing 
flame 

0.0034 0.014 0.1 ～ 2.0 0.03 

8 Co 240.7 oxidizing 
flame 

0.0321 0.046 0.2 ～ 6.0 0.1 

9 Cr 357.9 reducing 
flame 

0.0276 0.057 0.3 ～ 7.5 0.1 

10 Cs 852.1 oxidizing 
flame 

0.0042 0.075 0.5 ～ 10 0.2 

11 Cu 324.7 oxidizing 
flame 

0.0043 0.024 0.1 ～ 5.0 0.03 

12 Fe 248.3 oxidizing 
flame 

0.0183 0.440 0.3 ～ 6.0 0.15 

13 Ga 294.3 oxidizing 
flame 

0.0298 1.054 5.0 ～ 150 2 

14 In 303.9 oxidizing 
flame 

0.0039 0.153 1.0 ～ 20 0.4 

15 K 766.5 oxidizing 
flame 

0.009 0.008 0.03 ～ 1.0 0.02 

16 Li 670.8 oxidizing 
flame 

0.0018 0.013 0.05 ～ 1.5 0.03 

17 Mg 285.2 oxidizing 
flame 

0.0002
5 

0.004 0.02 ～ 0.6 0.01 

18 Mn 279.5 oxidizing 
flame 

0.0023 0.013 0.05 ～ 2.0 0.03 

19 Mo 313.3 reducing 
flame 

0.0419 0.990 5.0 ～ 150 2.5 

20 Na 589.0 oxidizing 
flame 

0.0012 0.008 0.05 ～ 1.0 0.02 

21 Ni 232.0 oxidizing 
flame 

0.0019 0.028 0.2 ～ 4.0 0.05 

22 Pb 283.3 oxidizing 
flame 

0.0056 0.137 0.5 ～ 20 0.25 

23 Pd 247.6 oxidizing 
flame 

0.0026 0.049 0.3 ～ 7.5 0.1 

24 Pt 365.9 oxidizing 0.0343 0.522 2.5 ～ 75 1 
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Graphite Furnace AAS 

 
 

No 

 
 
Element 

 
Wave 
length 

nm 

 
Atomiza�on 
temperature 

℃ 

 
Detec�on 

limit 
pg 

 
Characteris�c 

quan�ty 
pg 

 
Recommended 
analysis range 

ng/mL 

Minimum analysis 

quan�ty pg 

Minimu

m 

analysis 

concentr

a�on 

ng/mL 

1 Ag 328.07 2200 0.82 4.92 2.0 ～ 20 25 

3 A
u 

242.80 2200 2.49 7.14 3.0 ～ 50 30 0.6
 

    
4
  

Be  234.86
  

2400
  

0.20
  

0.48  0.1  ~  5.0  

  

2.5  0.05
  

5 Bi 306.77 2100 4.86 16.80 5.0 ～ 100 75 1.5
 

6 Cd 228.80 2000 0.39 0.55 0.3 ～ 6.0 3 0.06
 

7 Co 240.73 2400 7.62 11.50 3.0 ～ 70 50 1 

8 Cr 357.87 2400 3.77 8.94 2.0 ～ 70 40 0.8
 

9 Cs 852.11 2000 11.07 18.03 4.0 ～ 100 80 1.6
 

   
10
  

Cu  324.75
  

2200
  

9.80
  

18.69  3.0  ~  100  

  

50  1  

11 G
a 

287.42 2400 60.13 186.13 30 ～ 800 500 10
 

   
12
  

In  303.94
  

1800
  

5.83
  

15.94  5.0 ～ 120

  

75  1.5  

13 Li 670.80 2500 3.27 2.84 0.5 ～ 20 10 0.2
 

   
14
  

Mn  279.48
  

2600
  

2.56
  

2.85  0.3 ～ 10

  

7.5  0.15
  

15 Mo 313.26 2600 12.64 19.22 4.0 ～ 120 100 2 

16 Ni 232.00 2400 5.18 5.34 1.0 ～ 50 25 0.5
 

17 Pb 283.31 1900 12.30 7.64 2.0 ～ 60 50 1 

18 Pd 247.64 2500 5.31 11.60 3.0 ～ 80 50 1 

19 Pt 265.90 2600 19.66 29.82 5.0 ～ 200 100 2 

2 As 193.70 2200 89.97 17.52 5.0  ~  80 200 4

0.5



      

 

 

 

 

HPLC Servicing, Validation, Trainings and Preventive Maintenance :
HPLC Servicing

Trainings 
AMC’s/CMC

Validations 
Instruments

About Analytical Technologies

Our Products & Technologies

Optical Emission
Spectrophotometer

DSC/TGA Semi Auto Bio
Chemistry Analyzer 

HEMA 2062 
Hematology

Analyzer

Micro Plate
Reader/Washer 

Liquid Partical
Counter

Fully Automated
CLIA

NOVA-2100
Chemistry Analyzer

PCR/Gradient PCR/
RTPCR

TOC
Analyzer

Laser Particle
Size Analyzer

Water purification
system

Total Organic 
Carbon 3800

UV/VIS
Spectro 2080+
Double Beam 

Infra FTIR Optima Gas
Chromatograph

3007

Optima Gas
Chromatograph

2979 Plus 

Flash
Chromatograph 

Atomic Absorption
Spectrophotometer 

URINOVA 2800
Urine Analyzer

Ion Chromatograph

:HPLC  Servicing : We have team of service engineers who can attend to any make of  HPLC promptly @the most 
affordable cost. 
:We also take up preventive Maintenace to reduce downtime of HPLC’s Trainings.
:AMC’s/CMC :We offer user training both in-House and at customer sites on HPLC principles, operations, trouble-
shooting. 
:Validations :We have protocols for carrying out periodic Validations as per GLP/GMP/USFDA norms.
:Instruments :We offer instruments/Renting Services Modules like pumps,detector etc. on Rent.

Analytical Technologies is synonymous for  offering technologies for doing analysis and is the Fastest Growing Global Brand having 
presence in at least 96 countries across the global. Analytical Technologies Limited is an ISO:9001 Certified Company engaged in 
Designing, Manufaturing, Marketing & providing Services for the Analytical, Chromatography, Spectroscopy, Bio Technology, Bio 
Medical, Clinical Diagnostics, Material Science & General Laboratory Instrumentation. Analytical Technologies, India has across the 
Country operations with at least 4 Regional Offices, 6 Branch Offices & Service Centers. Distributors & Channel partners worldwide.



Corporate Social Responsibility

HPLC Solutions MultipleLabs Analytical Bio-Med Analytical Distributors Analytical Foundation (Trust)

Corporate & Regd. Office:
Analytical House, # E67 & E68,
Ravi Park, Vasna Road, Baroda,
Gujarat 390 015. INDIA

T: +91 265 2253620
    +91 265 2252839
    +91 265 2252370
F: +91 265 2254395

E: info@hplctechnologies.com
    info@multiplelabs.com
    info@analyticalgroup.net

W. www.analycalgroup.net
     www.hplctechnologies.com     
     www.multiplelabs.com

Sales & Support O�ces:
across the country :
Distributors & Channel
partners World Wide

Regulatory compliances

Analytical Foundation is a nonprofit organization (NGO) found for the purpose of:

1.Research & Innovation Scientist’s awards/QC Professional Award : Quality life is 
possible by innovation only and the innovation is possible by research only, hence 
ANALYTICAL FOUNDATION is committed to identify such personallities for their 
contributions across various field of  Science and Technology and awarding them 
yearly. To participate for award, send us your details of research / testing / publica-
tion at Info@analyticalfoundation.org

2. Improving quality of life by offering YOGA Training courses, Work shops/Semi-
nars etc.

3. ANALYTICAL FOUNDATION aims to DETOXIFY human minds,souls and body by 
means of yoga, Meditation, Ayurveda, Health Care, Awards, Media, Events, Camps 
etc.

Ver. 22.07 *T&CCompany has copyrights to change the infromation of Brochure/Catalouge.


