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Features

• Fuse :    T3.15AH/250V
Number of Batteries :         One or Two (Optional)
Battery Type :                     Build-in Lithium-ion Battery, 14.4VDC, 6900mAh
Battery Running Time :      3 hours (1 Qty Battery) 
              6 hours (2 Qty Battery)

Specifications

Communication Interface : HDMI, RS232, USB, Nurse call, CO2  Module Connector, 
        SPO2  Module Connector

Specifications

100%O2

Suction
Nebulization*
Manual Breath*
Inspiratory Hold*
Expiratory Hold*
PEEPi*
P0.1*
NIF*
PV Tool

Communication interface

Specifications

Dimensions(L*W*H)  :            36mm * 330mm * 345mm
                                               664mm * 600mm * 1310mm (with Trolley)

Weight  :                                 Approximately 9.9kg（Main Unit）, Approximately 41.0kg 
         (with Trolley)

Physical Specifications

Value Added Functions



Specifications

Display Size:                        12.1inch-TFT Touch Screen

Display Resolution (H) x (V):   1280*800pixels

Brightness:      Adjustable

VT-apnea    Adult: 100-2000mL
     Pediatric: 20-300mL
     Neonatal: 2-300mL
ΔP-apnea     5-60cmH2O
f-apnea             1-80bpm
Apnea T-insp.    0.2-10s 

Non-invasive Ventilation Mode :  PCV (Pressure Control Ventilation)   
      CPAP/PSV (Continuous Positive Airway Pressure/Pressure 
     Support Ventilation)   
     BPAP (Bilevel Positive Airway Pressure)
     APRV  (Airway Pressure Release Ventilation）
     PSIMV  (Pressure Synchronized Intermittent Mandatory 
     Ventilation)   

Display

Specifications

Specifications

Patient Type:    Adult, Pediatric, Neonatal （optional)

Invasive Ventilation Mode:  VCV (Volume Control Ventilation)   
     PCV (Pressure Control Ventilation)   
     VSIMV (Volume Synchronized Intermittent Mandatory 
     Ventilation)   
     PSIMV (Pressure Synchronized Intermittent Mandatory 
     Ventilation)   
     CPAP/PSV (Continuous Positive Airway Pressure/Pressure 
     Support Ventilation)   
     PRVC (Pressure Regulated Volume Control)   
     V+SIMV (PRVC+SIMV)
     BPAP*（Bilevel Positive Airway Pressure)
     APRV*（Airway Pressure Release Ventilation）
     Apnea Ventilation
 

Ventilation Specifications
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Apnea Ventilation►►



Specifications                     Adult, Pediatric                                 Neonatal
O2 %      21-100%      21-100%
VT (Tidal Volume)    100-2000mL (Adult)    2-300mL
      20-300mL (Pediatric)
f      1-80bpm     1-150bpm     
f-SIMV     1-80bpm     1-150bpm
I:E      1:10 -4:1     1:10 -4:1
T-insp.     0.2-10s     0.20-10s
T-slope     0-2s      0-2s
T-high      0.2-30s     0.2-3s
T-low      0.2-30s     0.2-30s
T-pause     5%-60%, Off     5%-60%, Off
ΔP-insp.     5-80cm H2O     3-80cmH2O   
ΔP-supp.     0-80cmH2O     0-80cmH2O
P-high      0-80cmH2O     0-80cmH2O
P-low      0-45cmH O      0-25cmH2O
PEEP      1-45cmH2O, Off    1-25cmH2O, Off
Flow Trigger     0.5-15L/min     0.1-5L/min
Pressure Trigger    -10 -(-0.5)cmH2O    /
Exp%      10-85% , Auto    10-85% , Auto     
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Controlled Parameters►►

Sigh Switch    On, Off
Interval    20s-180min
Cycles Sigh    1-20
Δint.PEEP    0- 45 cmH2O, Off

Tube Type    ET Tube, Trach Tube, Disable STRC
Tube I.D.    Adult: 5.0-12.0mm
     Pediatric: 2.5-8.0mm
Compensate    0-100%
Expiration Compensation 
Switch     On, Off

Specifications

Sigh►►

Specifications

Synchronized Tube Resistance Compliance►►



Specifications                     Adult, Pediatric                                 Neonatal
O2 %      21-100%      21-100%
VT (Tidal Volume)    100-2000mL (Adult)    2-300mL
      20-300mL (Pediatric)
f      1-80bpm     1-150bpm     
f-SIMV     1-80bpm     1-150bpm
I:E      1:10 -4:1     1:10 -4:1
T-insp.     0.2-10s     0.20-10s
T-slope     0-2s      0-2s
T-high      0.2-30s     0.2-3s
T-low      0.2-30s     0.2-30s
T-pause     5%-60%, Off     5%-60%, Off
ΔP-insp.     5-80cm H2O     3-80cmH2O   
ΔP-supp.     0-80cmH2O     0-80cmH2O
P-high      0-80cmH2O     0-80cmH2O
P-low      0-45cmH O      0-25cmH2O
PEEP      1-45cmH2O, Off    1-25cmH2O, Off
Flow Trigger     0.5-15L/min     0.1-5L/min
Pressure Trigger    -10 -(-0.5)cmH2O    /
Exp%      10-85% , Auto    10-85% , Auto     
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Monitored Parameters►►

Numeric

Real Time Graphics

Pressure-time Waveform  Pressure-volume Loop
Flow-time Waveform  Flow-time Loop
Volume-time Waveform  Pressure-flow Loop

Specifications   O2 %      Flow

Controlled Parameters  21-100% (Increments of 1%)  4-60L/min
Controlled Accuracy  ± (3vol.% +1% of Setting)   ±(2L/min+10% of 
           Setting) (BTPS)

Paw     Vte     Ri
P-peak    VTi     C-dyn.
P-plat.     VTe-spn.    C-stat.
P-mean    VTe/IBW    RC-exp.
PEEP      FiO2     WOB
MV     f-total     RSBI
MV-leak    I:E     Continuous Flow 
          (O2 Therapy) 

MV-spn.    Re   

Tidal Volume  High     110-4000mL,Off  25-600mL, Off  4-600mL, Off
   Low      50-4000ml, Off  10-600mL, Off  1-590mL, Off
Minute Volume High      0.2-100.0L/min     0.2-60.0L/min  0.12-50.0L/min
   Low         0.1-50.0L/min      0.1-30.0L/min  0.02-30.0L/min
Airway Pressure High      10-65cmH2O  10-65cmH O2  10-65cmH O2

   Low         10-63cmH2O,Off  Off , 10-63cmH O2  Off, 10-63cmH2O
Frequency  High      1- 90bpm, Off  1- 90bpm, Off  1~160bpm, Off
   Low      1- 88bpm, Off  1- 88bpm, Off  1~158bpm, Off
O2Concentration High       20-100%   20-100%   20-100%
   Low       18-98%   18-98%   18-98%
Apnea Alarm Time Low      5-60s        5-60s    5-60s     

Specifications Type       Adult   Pediatric   Neonatal

Alarm Settings►►

O2  Therapy►►



02

Trend & Record►►

Specifications

Type    Tabular, Graphic
Length   72 hours
Content   Monitor Parameters
Max Log   20000
Screen Capture  500

Environmental Specifications►►

Specifications  Operating   Storage and transport

Temperature   5-40°C    -20 - 60°C, O2  Sensor: -20 - 50°C
Relative Humidity  10-95%   10-95%
Barometric Pressure  62-106kPa     50-106kPa 

Gas Supply►►

Specifications

Gas Supply   Medical-grade Oxygen
Pipe Connector  NIST or DISS
Gas Supply Pressure 280-600kPa

Power & Battery Backup►►

Specifications

External AC Power Supply Input Voltage 100-240V
Input Frequency     50/60Hz
Input Current      2.5A Max 



      

 

 

 

 

HPLC Servicing, Validation, Trainings and Preventive Maintenance :
HPLC Servicing

Trainings 
AMC’s/CMC

Validations 
Instruments

About Analytical Technologies

Our Products & Technologies

Optical Emission
Spectrophotometer

DSC/TGA Semi Auto Bio
Chemistry Analyzer 

HEMA 2062 
Hematology

Analyzer

Micro Plate
Reader/Washer 

Liquid Partical
Counter

Fully Automated
CLIA

NOVA-2100
Chemistry Analyzer

PCR/Gradient PCR/
RTPCR

TOC
Analyzer

Laser Particle
Size Analyzer

Water purification
system

Total Organic 
Carbon 3800

UV/VIS
Spectro 2080+
Double Beam 

Infra FTIR Optima Gas
Chromatograph

3007

Optima Gas
Chromatograph

2979 Plus 

Flash
Chromatograph 

Atomic Absorption
Spectrophotometer 

URINOVA 2800
Urine Analyzer

Ion Chromatograph

:HPLC  Servicing : We have team of service engineers who can attend to any make of  HPLC promptly @the most 
affordable cost. 
:We also take up preventive Maintenace to reduce downtime of HPLC’s Trainings.
:AMC’s/CMC :We offer user training both in-House and at customer sites on HPLC principles, operations, trouble-
shooting. 
:Validations :We have protocols for carrying out periodic Validations as per GLP/GMP/USFDA norms.
:Instruments :We offer instruments/Renting Services Modules like pumps,detector etc. on Rent.

Analytical Technologies is synonymous for  offering technologies for doing analysis and is the Fastest Growing Global Brand having 
presence in at least 96 countries across the global. Analytical Technologies Limited is an ISO:9001 Certified Company engaged in 
Designing, Manufaturing, Marketing & providing Services for the Analytical, Chromatography, Spectroscopy, Bio Technology, Bio 
Medical, Clinical Diagnostics, Material Science & General Laboratory Instrumentation. Analytical Technologies, India has across the 
Country operations with at least 4 Regional Offices, 6 Branch Offices & Service Centers. Distributors & Channel partners worldwide.



Corporate Social Responsibility

Reach us @
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HPLC Solutions MultipleLabs Analytical Bio-Med Analytical Distributors Analytical Foundation (Trust)

Corporate & Regd. Office:
Analytical House, # E67 & E68,
Ravi Park, Vasna Road, Baroda,
Gujarat 390 015. INDIA

T: +91 265 2253620
    +91 265 2252839
    +91 265 2252370
F: +91 265 2254395

E: info@hplctechnologies.com
    info@multiplelabs.com
    info@analyticalgroup.net
    info@analyticalbiomed.com

W. www.analycalgroup.net
     www.hplctechnologies.com     
     www.multiplelabs.com
     www.ais-india.com

Sales & Support O�ces:
across the country :
Distributors & Channel
partners World Wide

Regulatory compliances

Analytical Foundation is a nonprofit organization (NGO) found for the purpose of:

1.Research & Innovation Scientist’s awards/QC Professional Award : Quality life is 
possible by innovation only and the innovation is possible by research only, hence 
ANALYTICAL FOUNDATION is committed to identify such personallities for their 
contributions across various field of  Science and Technology and awarding them 
yearly. To participate for award, send us your details of research / testing / publica-
tion at Info@analyticalfoundation.org

2. Improving quality of life by offering YOGA Training courses, Work shops/Semi-
nars etc.

3. ANALYTICAL FOUNDATION aims to DETOXIFY human minds,souls and body by 
means of yoga, Meditation, Ayurveda, Health Care, Awards, Media, Events, Camps 
etc.

 


