
LCD
STEREO MICROSCOPE

■ Magnification 20X~40X Available

■ 8.0” LCD Screen With High Resolution 700 TV Lines
■ Up Coaxial LED And Bottom LED Brightness Adjustable
■ Newly Designed Magnification Switch On Lens

8“ High Resolution LCD, Color
0.213mm

LCD
Pixel Space Between

elgnA lausiV )V/H(071/071

Vertical

Highest Mode

60-75Hz

sroloc 612,777,61roloC

Horizontal 30-61KHz

1024X768@75Hz

Sync.video Signal H/V Separate, TTL,P or N.0.7Vp-p@75ohm

Color System PAL/NTSC4.43/NTSC3.58/SECAM

Sound System BG/DK/I/M

Video Input 1.0Vp-p@75ohm

Audio Input 500mVrms

Power Supply DC12V

Power Consumption 9W

Energy-saving <1.0W

Operating Temperature 10°C~40°C(50°F~104°F)

Operating Humidity 10%~80%

Storage Humidity 5%~95%

Storage Temperature -25°C~-45°C (-13°F~113°F)

LCD Stereo Microscope

LSM-3139 8“ LCD Pad Camera Specification
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1/3”

700 TV Lines

Device Dimension

976(H)X582(V)

Horizontal Resolution

Pixels

Scanning System

Back light compensation

Signal-to-Noise

Gamma Characteristics

Minimum Illumination

525lines, 60Frames/sec

More than 46db

0.45

Auto

3.1ux

12V DC (9V-14V)

Focus

Stand

Illumination

Power Supply

Size

Package

Working Distance

Stage

Objective
100mm
2x/4x, Zoom Knob On Body

Ø95mm, 1 Pc Frosted Glass Stage（For Bottom Illumination)

Coarse Focusing, Focusing Range 70mm

Pole Stand, Base Size 25x21x5cm, Hight 31cm

Up Coaxial 37 LEDs, Bottom 1W LED Lamp (Brightness Adjustable)

110~240V Wide Range Power Supply

25x21x50cm

1 Set/Carton 42X31X50cm

thgieW ssorG sgK5

CCD Camera Specification

Microscope Specification

Input voltage

noitpmusnoc rewoP W58.1 naht sseL

OBJECTIVE
Newly designed 2x/4x magnification switch on lens.

LIGHT SOURCE
Two Switch Buttons For Up Coaxial LED And
Bottom LED.

Bottom 1W LED Light, brightness adjustable,1
piece frosted glass stage for bottom illumination.

Stage Ø95mm.
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■ Manual Focusing Knob To Long Working Distance
■ 3.5M HDMI Camera 1080i 60 FPS Preview
■ Dual Coaxial LED Diffuse & External Light
■ Magnification 4.8x~220x With 12.5”HD 1080p LCD
■ Ergonomics Design Universal Shaft With 3*360 Degree
   Free Positioning

rosneS egamI rosneS SOMC 0330RA anitpA

Expose Mode

Pixel Size

Rolling Shutter

Dynamic Range

2.2μm*2.2μm

Sensor Optical Format 1/3'' (5.07mm(H)*3.38mm(V), Diagonal 6.09mm)

Maximum Resolution 3.5M 2304*1536 (3,538,944 Pixels)

69.5dB

SNR(Signal Noise Ratio) 39dB

Spectral Characteristics 380-650nm

Exposure Capability Real-time auto, Single auto, Manual Adjustment

White Balance Real-time Auto, Single Auto, Manual Adjust R G B separately

Record Route HDMI: TF card (Maximum support 64G)

Power Supply
Power adapter: Input:AC 100~240V/50~60Hz;Output DC 12V/5A/60W

Monitor: USB-A-Output:DC5V/2A×3

Record Format

Snapshot
Picture Format: JPG
Resolution:
HDMI: 2304*1536, 2304*1296, 1920*1080, 1280*720, 800*480

Record
Video Format: MOV
Resolution:
HDMI: 1280*720@30FPS, 800*480@30FPS

Display (preview)

Resolution

HDMI:1920*1080i60, 1920*1080P30, 1280*720P60,640*480P60

(Auto fit by the monitor)

LCD HDMI & USB Digital Microscope

Hardware Configuration

HDM-3432
LCD HDMI & USB DIGITAL MICROSCOPE

HDM-3432 HDMI Digital Microscope
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dleiF fO htpeD mm7~mm8.0

33mm~320mmWorking Distance

Magnification 4.8x~220x, with 12.5” LCD, including digital magnification

Horizontal × vertical
5mmx2.8mm( on the highest magnification)~57mmx32mm( on the 
lowest magnification 55x)

Lens Specifications

epyT SPI/DCL-TFT iS-a

eziS ”5.21

Resolution 1920×1080

Color Display 16.7M

Brightness 300 Nit

Contrast 800:1

Visible Angle 170° horizontal&vertical

Monitor Parameters
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■ 3.5M HDMI & USB Camera 1080i 60 FPS Preview
■ Magnification 8.8x~480x With 12.5”HD 1080p LCD
■ Manual Focusing Knob Extend To Long Working Distance
■ Dual Coaxial LED Diffuse & Extranal Light
■ Dual Twist Lock Pneumatic Suspension Arm Stand

rosneS egamI rosneS SOMC 0330RA anitpA

Expose Mode

Pixel Size

Rolling Shutter

Dynamic Range

2.2μm*2.2μm

Sensor Optical Format 1/3'' (5.07mm(H)*3.38mm(V), Diagonal 6.09mm)

Maximum Resolution 3.5M 2304*1536 (3,538,944 Pixels)

69.5dB

SNR(Signal Noise Ratio) 39dB

Spectral Characteristics 380-650nm

Exposure Capability Real-time auto, Single auto, Manual Adjustment

White Balance Real-time Auto, Single Auto, Manual Adjust R G B separately

Record Route HDMI: TF card (Maximum support 64G)

Power Supply
Power adapter: Input:AC 100~240V/50~60Hz;DC 12V/5A/60W

Monitor: USB-A-Output:DC5V/2A×3

Record Format

Snapshot
Picture Format: JPG
Resolution:
HDMI: 2304*1536, 2304*1296, 1920*1080, 1280*720, 800*480

Record
Video Format: MOV
Resolution:
HDMI: 1280*720@30FPS, 800*480@30FPS

Display (preview)

Resolution

HDMI:1920*1080i60, 1920*1080P30, 1280*720P60, 640*480P60

(Auto fit by monitor)

Hardware Configuration

HDM-3462
LCD HDMI & USB DIGITAL MICROSCOPE

HDM-3462 HDMI Digital Microscope
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noitacifingaM lacitpO sneL mooZ lacitpO ×5~×7.0

8.8x~480x (including digital magnification)Total Magnification

Optical Resolution(um)

When in 0.7× 16.78um

When in 1× 11.18um

When in 2× 8.39um

When in 3× 6.10um

When in 4× 4.79um

When in 5× 4.79um

Lens Specifications

epyT SPI/DCL-TFT iS-a

eziS ”5.21

Resolution 1920×1080

Color Display 16.7M

Brightness 300 Nit

Contrast 800:1

Visible Angle 170° horizontal&vertical

Monitor Parameters
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■ 3.5M HDMI & USB Camera 1080i 60 FPS Preview
■ Magnification 8.8x~480x With 12.5”HD 1080p LCD
■ Manual Focusing Knob Extend To Long Working
   Distance
■ Dual Coaxial LED Diffuse & Extranal Light
■ Rotatable & Flexible Bracket For Any Angles Observations

rosneS egamI rosneS SOMC 0330RA anitpA

Expose Mode

Pixel Size

Rolling Shutter

Dynamic Range

2.2μm*2.2μm

Sensor Optical Format 1/3'' (5.07mm(H)*3.38mm(V), Diagonal 6.09mm)

Maximum Resolution 3.5M 2304*1536 (3,538,944 Pixels)

69.5dB

SNR(Signal Noise Ratio) 39dB

Spectral Characteristics 380-650nm

Exposure Capability Real-time auto, Single auto, Manual Adjustment

White Balance Real-time Auto, Single Auto, Manual Adjust R G B separately

Record Route HDMI: TF card (Maximum support 64G)

Power Supply
Power adapter: Input:AC 100~240V/50~60Hz;DC 12V/5A/60W

Monitor: USB-A-Output:DC5V/2A×3

Record Format

Snapshot
Picture Format: JPG
Resolution:
HDMI: 2304*1536, 2304*1296, 1920*1080, 1280*720, 800*480

Record
Video Format: MOV
Resolution:
HDMI: 1280*720@30FPS, 800*480@30FPS

Display (preview)

Resolution

HDMI:1920*1080i60, 1920*1080P30, 1280*720P60, 640*480P60

(Auto fit by monitor)

Hardware Configuration

HDM-3452
LCD HDMI & USB DIGITAL MICROSCOPE

HDM-3452 HDMI Digital Microscope
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noitacifingaM lacitpO sneL mooZ lacitpO ×5~×7.0

8.8x~480x (including digital magnification)Total Magnification

Optical Resolution(um)

When in 0.7× 16.78um

When in 1× 11.18um

When in 2× 8.39um

When in 3× 6.10um

When in 4× 4.79um

When in 5× 4.79um

Lens Specifications

epyT SPI/DCL-TFT iS-a

eziS ”5.21

Resolution 1920×1080

Color Display 16.7M

Brightness 300 Nit

Contrast 800:1

Visible Angle 170° horizontal&vertical

Monitor Parameters

APPLICATION AND CASE
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HPLC Servicing, Validation, Trainings and Preventive Maintenance :
HPLC Servicing

Trainings

AMC’s/CMC

Validations

Instruments

About Analytical Technologies

Our Products & Technologies

Optical Emission
Spectrophotometer

DSC/TGA Semi Auto Bio
Chemistry Analyzer 

HEMA 2062 
Hematology

Analyzer

Micro Plate
Reader/Washer 

Liquid Partical
Counter

Fully Automated
CLIA

NOVA-2100
Chemistry Analyzer

PCR/Gradient PCR/
RTPCR

TOC
Analyzer

Laser Particle
Size Analyzer

Water purification
system

Total Organic 
Carbon 3800

UV/VIS
Spectro 2080+
Double Beam 

Infra FTIR Optima Gas
Chromatograph

3007

Optima Gas
Chromatograph

2979 Plus 

Flash
Chromatograph 

Atomic Absorption
Spectrophotometer 

URINOVA 2800
Urine Analyzer

Ion Chromatograph

:HPLC  Servicing : We have team of service engineers who can attend to any make of  HPLC promptly @the most 
affordable cost. 
:We also take up preventive Maintenace to reduce downtime of HPLC’s Trainings.
:AMC’s/CMC :We offer user training both in-House and at customer sites on HPLC principles, operations, trouble -
shooting. 
:Validations :We have protocols for carrying out periodic Validations as per GLP/GMP/USFDA norms.
:Instruments :We offer instruments/Renting Services Modules like pumps,detector etc. on Rent.

Analytical Technologies is synonymous for  offering technologies for doing analysis and is the Fastest Growing Global Brand hav ing 
presence in at least 96 countries across the global. Analytical Technologies Limited is an ISO:9001 Certified Company engaged i n 
Designing, Manufaturing, Marketing & providing Services for the Analytical, Chromatography, Spectroscopy, Bio Technology, Bio 
Medical, Clinical Diagnostics, Material Science & General Laboratory Instrumentation. Analytical Technologies, India has across the 
Country operations with at least 4 Regional Offices, 6 Branch Offices & Service Centers. Distributors & Channel partners worldw ide.



Corporate Social Responsibility

Reach us @
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HPLC Solutions MultipleLabs Analytical Bio-Med Analytical Distributors Analytical Foundation (Trust)

Corporate & Regd. Office:
Analytical House, # E67 & E68,
Ravi Park, Vasna Road, Baroda,
Gujarat 390 015. INDIA

T: +91 265 2253620
    +91 265 2252839
    +91 265 2252370
F: +91 265 2254395

E: info@hplctechnologies.com
    info@multiplelabs.com
    info@analyticalgroup.net
    info@analyticalbiomed.com

W. www.analycalgroup.net
     www.hplctechnologies.com
     www.multiplelabs.com
     www.ais-india.com

Sales & Support O
across the country :
Distributors & Channel
partners World Wide

Regulatory compliances

Analytical Foundation is a nonprofit organization (NGO) found for the purpose of:

1.Research & Innovation Scientist’s awards/QC Professional Award : Quality life is 
possible by innovation only and the innovation is possible by research only, hence 
ANALYTICAL FOUNDATION is committed to identify such personallities for their 
contributions across various field of  Science and Technology and awarding them 
yearly. To participate for award, send us your details of research / testing / publica -
tion at Info@analyticalfoundation.org

2. Improving quality of life by offering YOGA Training courses, Work shops/Semi-
nars etc.

3. ANALYTICAL FOUNDATION aims to DETOXIFY human minds,souls and body by 
means of yoga, Meditation, Ayurveda, Health Care, Awards, Media, Events, Camps 
etc.

 


