
HDMI/USB
DIGITAL MICROSCOPE

■ Magnification 6X~365X Available
■ 3.5M, HDMI/USB Dual Output, 1080P/30FPS
■ Upgrade To Dual Coaxial LED Ring Light Source

Dual Output : USB 3.5M, HDMI 1080p/30fps
Focusing Knob On Top, Supply Large Distance Manual Focusing Range

Output
Focus

Inner Fixed Coaxial LED Light, Outer Brightness Adjustable Coaxial LED LightDual Coaxial LED Light

Scan Mode

Sensor Optical Format 

Scan Line By Line

Maximum Resolution 3.5M, 2304*1536 (3,538,944 Pixels)

Image Sensor Aptina AR0330 CMOS Sensor

1/3” (5.07mm(H)*3.38mm(V), Diagonal 6.09mm)

Pixel Size 2.2μm*2.2μm

Dynamic Range 69.5dB

SNR(Signal Noise Ratio) 39dB

Spectral Characteristics 380-650nm

HDMI Output Resolution 1920*1080I60，1920*1080P30,1280*720P60,640*480P60

Video Mode Resolution 1920*1080@30FPS, 1280*720P@30FPS, 800*480@30FPS

Snapshot Mode Resolution 2304*1536 ，2304*1296，1920*1080，1280*720，800*480

Exposure Capability Real-time Auto, Single Auto, Manual Adjustment

White Balance Real-time Auto, Single Auto, Manual Adjustment

Software Interface DirectShow

Record Route The Local And TF Card(Maximum Support 64G)

Capture Modes

Picture Resolution：22304*1536 ，2304*1296，1920*1080，1280*720，800*480 
Format：JPG
Video Resolution：1920*1080@30FPS, 1280*720P@30FPS, 800*480@30FPS
Format：MOV

WIFI&USB Digital Microscope

Hardware Configuration

DM-3494-H2 HDMI/USB Digital Microscope
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0.7-5.0x

6-365x

Optical Magnification

24-252（When In 0.7x)

Total Magnification

Object Distance (mm)

27-155（When In 1x)

94-111（When In 3x)

101-110（When In 4x)

81-117（When In 2x)

103-109（When In 5x)

230mm

Field Of View(mm)

0.5-10 (When In 0.7x) Adjustable

0.5-0.4.5 (When In 1x) Adjustable

0.4-0.6 (When In 2x) Adjustable

0.3 (When In 3x) Adjustable

0.2 (When In 4x) Adjustable

0.1 (When In 5x) Adjustable

16.78 (When In 0.7x)

11.18 (When In 1x)

8.39 (When In 2x) 

6.10 (When In 3x) 

4.79 (When In 4x)

4.79 (When In 5x)

29.6*16.6mm~2.1*1.2mm Continuous Adjustment

Microsoft® Windows® XP/ 7 / 8 /8.1/10(32 & 64 Bit)

CPU: Equal Or More Than The Second Generation Intel Core 2.8GHz

Memory ：2G Or More

USB Port：USB2.0 High Speed Port Or Compatible Port

Displayer ：Suggest 17 Inches Or Larger

Displayer: Recommend 16:9 , At Least 1080P Full HD Displayer
Power Supply: DC5.0V Power Adapter, Electronic Current 500mA Or Higher

Resolution(um)

Observation Range

USB Mode

HDMI Mode

0°C~ 40°COperating Temperature

-20°C~ 60°CStorage Temperature

30~80%RHOperating Humidity

10~60%RHStorage Humidity

Operation

Computer

Configuration

Optical Parameters

Software Environment 

Operating Environment

Focusing Bracket

Adjustment Range (mm)

50mm
Focusing Hand Wheel

Height Range (mm)

02



Zoom In/Up
Mode/Confirm/
Auto Expose

Snapshot/Record/
Auto Focus

Zoom Out/Down

Normal Ring Light Source Effect Dual Coaxial LED Elimiate Stray Light Effect

Menu/AWB Button

Microphone

Turn O n/Off
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MINI DIGITAL MICROSCOPE

■ Total Magnification 9.6~440x (With 25” LCD)
■ HDMI 1080p & USB 2.0 Dual Output
■ TF Card for Local Save Picture & Video Easily
■ Dual Light with Coaxial And Diffuse LED
   Illumination 

Total Magnification 9.6~440x (With 25" LCD)Magnification

epyT rosneS rosneS SOMC 0330RA anitPA
eziS rosneS mm90.6 ,)V(mm83.3 x )H(mm70.5( "3/1

eziS lexiP mμ2.2 x mμ2.2

Spectral Response

69.5dB
Resolution
Dynamic Range
S/N Ratio 39dB

2592 x 1536

380-650nm

Video Mode Resolution 1080P@30fps, 720P@30fps, WVGA30fps

Capture Mode Resolution 2304 x 1536 ; 2304 x 1296; 1920x1080; 1280x720; 800x480
Focus Mode Real-time Auto-focus

Exposure Wide Range Auto/Manual Exposure

White Balance

Power supply

Stand

Automatic Real-time, Single-automatic, Manual Adjustment

DC 5V USB Power Supply By PC;
Mini Universal Boom Stand

Illumination

Size

Dual Coaxial LED Light

Stand：117x170x155mm; Body :127mm Height

Operating System Microsoft®Windows®XP / 7 / 8 /8.1/10(32 & 64 bit)

Hardware Requirement CPU: Intel Core2.8GHz or Above

Connecting
HDMI : TYPEC(Mini HDMI)

USB: Micro USB

Specification of DM-3493 Mini Digital Microscope
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■ Long Arm With Multiple Joints, Hover Over At
   Different Height
■ Occupy The Minimum Space On Desk
■ Coaxial And Diffuse Light Sources For Showing Details

rosneS egamI rosneS SOMC 0330RA anitpA
edoM nacS eniL yb eniL nacS

noituloseR mumixaM )slexip 499,835,3(6351x4032
1/3"(5.07mm(H)x3.38mm(V),Diagonal6.09mm)Sensor Optical Format

Pixel Size
Dynamic Range

Spectral Characteristics

69.5dB
SNR(Signal Noise Ratio) 39dB

2.2um x 2.2um

380-650nm

HDMI Output Resolution 1920x1080i60, 1920x1080P30, 1280x720P60,640x480P60
Exposure Capability Real-time auto ,Single auto, Manual adjustment

White Balance Real-time auto ,Single auto, Manual adjust R G B seperately
Software Interface DirectShow

Capture modes

Picture 
Resolution : 22304 x 1536 , 2304 x 1296, 1920 x1080, 1280 x 720,  800 x
180
Format: MOV

Record Route The local and TF card (Maximum support 64G)

Lens Optical Magnification 0.28X-2X

Lens Optical Resolution (um)

16.78(When in 1.7X)

11.18(When in 1X)

8.39(When in 2X)

6.10(When in 3X)

4.79(When in 4X)

4.79(When in 5X)

Hardware configuration 

Optical Parameters

DM-3496
HDMI/USB DIGITAL MICROSCOPE WITH
DESKTOP BOOM STAND
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Software Environment

Operating Environment

6-144.5 (When in 1X)Adjustable 

0-232.5 (When in 0.7X)Adjustable

Working distance (mm)

Field of view (mm)

Observation range (mm)

61-101.5 (When in 2X)Adjustable

77.5-95.5 (When in 3X)Adjustable

83.5-93.5 (When in 4X)Adjustable

85.5-91.5(When in 5X)Adjustable

2-9.5(When in 0.7X)

2-3.3(When in 1X)

0.7-1(When in 2X)

0.46(When in 3X)

0.39(When in 4X)

0.32(When in 5X)

31.6 x 17.7 -2.3 x 1.3 Continuous adjustment  (L X D)

Comprehensive resolution

(when display on 21 inch

16:9 screen)

HDMI mode

14.7～200 Continuous zoom

Displayer: Recommend 16:9 , at least 1080P HD displayer

Operating Temperature 0°C~40°C
Storage Temperature -20°C~60°C
Operating Humidity 30～60%RH
Storage Humidity 10～80%RH

Power supply: DC5.0V power adapter(Maximum current 1A)

14.7~60 (When in 0.7X)
29~53 (When in 1X)
70~76 (When in 2X)
105~115 (When in 3X)
143~158 (When in 4X)
178~200 (When in 5X)
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■ Total Magnification 10X~200X
■ Portable WIFI Connect to iPhone/iPad/Android Mobile
   Phone
■ 6 LEDs Light Source Brightness Adjustable

noitpircseD epocsorciM latigiD iF-iW tenretnI
oitaR noitacifingaM x002 - x01

noituloser erutpac llitS 042x023,084x046,0801x0291
noituloser erutpac oediV 042x023,084x046,0801x0291

Focus Range
Video format

Light source

AVI
Photo format JPEG

Manual focus from 0mm to 50mm

6 LED (adjustable by control wheel)

Power source
Rechargeable Li-ion battery
Working time: 100mins
Charging power: 5V DC

iOS/Android interface Wi-Fi

App

iOS: TinyCapture 
Search and download from App Store
Android: TinyCapture
or search and Download from play.google.com

® mm44 x )L( mm451 :epocsorciMeziS

Lead time 7-55 days

Package contents

Microscope 
Adaptor/USB cable
Stand
User Manual

Packaging info

Valid Date 90 days

Gift box,  
6pcs/carton
9.0kgs/carton
43.5x41.5x35cm

Model NO.

DM-3517
HD WIFI DIGITAL MICROSCOPE

DM-3517
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Corporate Social Responsibility

Reach us @
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HPLC Solutions MultipleLabs Analytical Bio-Med Analytical Distributors Analytical Foundation (Trust)

Corporate & Regd. Office:
Analytical House, # E67 & E68,
Ravi Park, Vasna Road, Baroda,
Gujarat 390 015. INDIA

T: +91 265 2253620
    +91 265 2252839
    +91 265 2252370
F: +91 265 2254395

E: info@hplctechnologies.com
    info@multiplelabs.com
    info@analyticalgroup.net
    info@analyticalbiomed.com

W. www.analycalgroup.net
     www.hplctechnologies.com
     www.multiplelabs.com
     www.ais-india.com

Sales & Support O
across the country :
Distributors & Channel
partners World Wide

Regulatory compliances

Analytical Foundation is a nonprofit organization (NGO) found for the purpose of:

1.Research & Innovation Scientist’s awards/QC Professional Award : Quality life is 
possible by innovation only and the innovation is possible by research only, hence 
ANALYTICAL FOUNDATION is committed to identify such personallities for their 
contributions across various field of  Science and Technology and awarding them 
yearly. To participate for award, send us your details of research / testing / publica -
tion at Info@analyticalfoundation.org

2. Improving quality of life by offering YOGA Training courses, Work shops/Semi-
nars etc.

3. ANALYTICAL FOUNDATION aims to DETOXIFY human minds,souls and body by 
means of yoga, Meditation, Ayurveda, Health Care, Awards, Media, Events, Camps 
etc.

 


