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►► Angle Plate (ATL 3125)

Angle Plate - 200 x 150 x 125

Angle Plate - 400 x 400 x 400 

►► Anvil (ATL-3068)

WEIGHT KGS.

5

MASTER CARTON

4
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►► Ball Pein Hammer (ATL - 3050)

►► Bench Drilling Machine (ATL- 3325)

WEIGHT IN GMS.

100
200
300
500
600
800

1000

INNER BOX

6
6
6
4
4
2
2

MASTER
CARTON

72
60
48
32
24
20
20

Drill Capacity In Steel 20 mm 

No. of Spindle Speed 8 

Spindle Speed in RPM  80 – 3500 

Spindle Nose MT-2 

Spindle Center to pillar surface 200 

Spindle Travel 150 

Square table size 250 * 250 

Max. Distance from Spindle to Table 650 mm 

Ma. Distance from Spindle to Base 900 mm 

Base size ( machine area)  325 * 315 

Pillar Diameter 74mm 

V-belt sec�on A-44 

Base Working Surface 140 X 310 mm 

Motor Speed 1400 RPM 

Motor Capacity 0.75 /1 h.p 

Weight of Machine 110 Kg (without motor approx) 

Type of Feed Manual 

No. of “T” slots 4  

Pillar length  1220 mm 
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►► Bench Vice (ATL-3301)

                                                                                                          Jaw Width                 Maximum
                                                                                                            Inch/mm                    Opening

                                                                                                            3”/075                          75mmRear Jaw Sliding Bench vice 

►► Center Punch (ATL-3067)

►► Chipping Hammer (ATL-3208)

SIZE IN 
INCH
4x3/8
5x3/8
6x3/8
8x1/2

SIZE MM

100
125
150
200

INNER
BOX
10
10
10
10

MASTER
CARTON

200
200
200
200

Size (gms)

700

Descrip�on
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►► Combination Piler (ATL-3460)

►► Combination Set (ATL-3412)

Set No.

14-12M
14-26M
14-26M
14-26M
14-25M

Pcs. Per
Set

12 Pcs
26 Pcs
26 Pcs
25 Pcs
14 Pcs

Sizes

6 to 14,17,19,22mm
6-32mm
6-32mm
6-32mm

1/4-1-1/4 SAE

MASTER
CARTON

860
4600
4050
3650
3200

SIZE

150 MM(6”)
200 MM(8”)

Chrome Vanadium Steel Hardened and Tempered  Insu-
lated Accitate Handle Special refrence

INNER BOX

6
10

MASTER
CARTON

72
80

►► Cross Pein Hammer (ATL-3050)

WEIGHT IN GMS.

100
200
300
500
600
800

1000

INNER BOX

6
6
6
4
4
2
2

MASTER
CARTON

72
60
48
32
24
20
20
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►► Digital Depth Gages (ATL-3114)

Metric/Inch type

• Bu�ons: on/off, zero, mm/inch (except metric type)
• Automa�c power off, move the digital unit to turn on power
• Meet DIN862 (except 0-500mm/0-20”, 0-1000mm/0-40”, 0-1500mm/0-60”)
• Ba�ery CR2032, Data output 
• Made of stainless steel
• Op�onal accessory: Data output cable (code 7315-, 7302-, 7305-,for depth gages without 
   Built-in wireless

Code Range Resolu�on Accuracy L a b d Wireless 
1141-150A 

0-150mm/0-60 0.01mm/0.00050 ±0.03mm 230mm 6mm 14.5mm 100mm 
no 

1141-150AWL 4ui+t-in wire+ess 
1141-200A 

0-200mm/0-80 0.01mm/0.00050 ±0.03mm 280mm 6mm 14.5mm 100mm 
no 

1141-200AWL 4ui+t-in wire+ess 
1141-300A 

0-300mm/0-120 0.01mm/0.00050 ±0.03mm 380mm 6mm 14.5mm 150mm 
no 

1141-300AWL 4ui+t-in wire+ess 
1141-500A 

0-500mm/0-200 0.01mm/0.00050 ±0.05mm 585mm 7mm 15mm 150mm 
no 

1141-500AWL 4ui+t-in wire+ess 
1141-5001A 

0-500mm/0-200 0.01mm/0.00050 ±0.05mm 585mm 7mm 15mm 200mm 
no 

1141-5001AWL 4ui+t-in wire+ess 
1141-1000A 0-1000mm/0-400 0.01mm/0.00050 ±0.07mm 1188mm 7mm 18mm 150mm no 
1141-10001A 0-1000mm/0-400 0.01mm/0.00050 ±0.07mm 1188mm 7mm 18mm 200mm no 
1141-10002A 0-1000mm/0-400 0.01mm/0.00050 ±0.07mm 1188mm 7mm 18mm 250mm no 
1141-10003A 0-1000mm/0-400 0.01mm/0.00050 ±0.07mm 1188mm 7mm 18mm 300mm no 
1141-1500A 0-1500mm/0-600 0.01mm/0.00050 ±0.11mm 1665mm 7mm 18mm 200mm no 
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►► Drill Chuck (ATL-3466)

►► Flat File (ATL-3028)

►► G Clamp (ATL-3722)

1.Size & Cap

M.T.No.

½ “

2 2

5/8 “

Size (mm)

250 with Handle

250 without Handle

300 without Handle

Shelf Carton
(Packing)

10

10

10

SIZE IN INCH

2”
3”
4”
6”
8”

10”
12”

INNER BOX

1
1
1
1
1
1
1

MASTER
CARTON

30
24
18
16
10
8
6
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►► Hacksaw (ATL-3502)

►► Hammer (ATL-3285)

►► Hand Drilling Machine (ATL-3820)

WEIGHT IN GMS.

6mm colored 
Aadjustable coloured 5mm/3/16”

SIZE: 100Gm, 200Gm, 300Gm, 400Gm, 500Gm, 800Gm, 1000Gm

A.Stainly Type ¼” C.I.Gears Spl. with Heavy Chuck

B.Stainly Type ¼” with Two Steel Gears Heavy Chuck

C.Poland Type Chest Drill with Thurs Bearing & Hardend Jaws 3/8” cap.

D.---------------------------Do-------------------------------½ cap & Semi Steel
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►► Hand Grinder (ATL-3825)

A.JapanType with C.I. Gears
B.---do--- 6”(6”x3/43 x3/43)
C.lxion Type with all Steel Gears
D.---do--- 4” Long Spindle
E.---do--- 7” Long Spindle
F.---do--- H.S.S.B”
G.---do--- Brearing Fi�ed

4”(4-5”x1/23 x3/23)
6”(6”x3/43 x3/43)
6”(6”x3/43 x3/43)
6”(6”x3/43 x3/43) 

---
(8”x3/43 x3/43)

---

►► Lathe Machine (ATL-3322)
Brief Technical Specifications

Standard Features & Accessories:

Bed Length 5'6" to 24' 

Admit between Centers 1'9" (530) to 20'3" (6175) 

Bed Width 12 3/4" (323) & 14 3/4" (374) 

Centre Height 10" (254), 12" (305) &15" (381) 

Spindle Hole 2-1/8" (54) to 6-1/8" (156) 

 

Hardened & Ground Bedways, Chuck Plate - 1 No., Centre Adaptor, Dead Centre – 2 
Nos., Tool Post Spanner, Change Gear Set for Whitworth and Metric Threads, Motor 
Pulley, Endless Flat Belt / V-Belt and Instructions & Spare Parts Manual.

Extra Accessories:
Steady Rest, Follow Rest, Face Plate, Norton Gear Box, Taper Turning Attachment, 
Electric Motor, Coolant System, Rear Tool Post, Machine Lamp, Rear Splash Guard, 
Quick Change Tool Post with Tool Holders, Turcite-B coated Carriage Guideways for 
Bed, DP / Module Gears, Metric Pitch Screws, Chuck and Special Attachments as per 
Customers' requirements.
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Specifications
 Model ATL-3322

 
 

Length of Bed 7' (2130)

 

Max. admit between Centers 3'3”
 

(1000)

 
Spindle Hole Standard: 52 (2-1/8") | Op�onal: 3-1/8" (78), 4-1/8" (104), 6-1/8" (156) & 6-1/8" (156) 

Bed Type 2V & 2 Flat 

Centre Height 10" (254) 

Max. Swing over Bed Dia. 19-1/2" (495) 

Max. swing over 12-3/4" BW 11-1/2" (295) 
Cross Slide Dia. 

14-3/4" BW 11" (280) 

Max. swing without Gap Dia. 28-1/4" (720) 

Width of Bed 12-3/4" (323) 

Nos. of Spindle Speed & Range 8 (25 to 460 RPM) 

Tail Stock Spindle Dia. 2-1/8" (54) 

Taper of Centers MT-4 

Tail Stock Spindle Travel 7 1/2" (190) 

Cross Slide 10" CH 11" (280) 

Travel 12" CH 12-1/4" (310) 

Compound Slide Travel 6" (150 mm) 

Tool Post Size (Square) 5" x 5" 

Tool Shank Sec�on 25 x 25 

Lead Screw Dia. & Pitch Standard: 1-1/2" (38) / 4TPI | Op�onal: 1-3/4" (45) 

Width of Gap in front of Face Plate 8" (200) 

Nos. of Inch Threads & Range 19 / 2 to 24 TPI | Op�onal: Norton Gear Box – 44 / 2 to 60 TPI 

Nos of Metric. Threads & Range 13 / 1 to 6 MMP | Op�onal: Norton Gear Box – 24 / 0.5 to 15 MMP 

Nos. of DP Threads & Range Op�onal: 11 (6 to 60) 

Nos. of Module Threads & Range Op�onal: 12 (0.3 to 2) 

Nos. of Longitudinal Feeds 32 / 0.16 to 2 mm/rev | Op�onal: Norton Gear Box – 68 / 0.068 to 2.4 mm/rev 

Nos. of Transverse Feeds 32 / 0.038 to 0.48 mm/rev | Op�onal: Norton Gear Box - 68 / 0.016 to 0.57 mm/rev 

Power of AC Motor (HP) 3 

Weight (Approx. in kgs) 1400
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►► Leather Apron (ATL-3420)

►► Letter Punch (ATL-3302)

►► Machine Vice (With Dove Tail Guideways) (ATL-3103)

Contents

11 Pockets

Size 1/32-1

                                                                                                                   

Machine Vice / Grinding vice(with dove tail guideways)               70mm          115mm
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SPECIFICATIONS
Working Surface : 1050 x 250 mm
Number of T-Slots : 3
Width of T-Slots : 16mm
Pitch of T-Slots : 62 mm
Maximum Distance From
Spindle Center to Underside
of Over Support : 125 mm

MOVEMENTS
Longitudinal Movement of
the Table by Lever/Screw : 600mm
Cross Movement of the
Table by Screw : 230 mm
Ver�cal Movement of the
Table by Screw : 450 mm
Table Swiwel : ±45°

MILLING SPINDLE
Spindle Bore : 17mm
Inside Taper : ISO-40
Arbor : 25.4 mm

REVOLUTION OF MILLING SPINDER
Number Of Spindle Speed : 6
Range of Spindle Speed : 71,104, 185
278,405,725
Number of Feeds : 3 Feeds 16,38,24mm
Per Minute

ELECTRICAL
Main Drive Electric Motor : 2HP, 1440RPM
440 V. 3 Phase
Coolant Motor : 0.11 KW 2700 RPM

OTHER DIMENSIONS
Floor SPACE : 550 x 925 mm
Coolant Tank Capacity : 20Ltr.
Machine WeightAppro : 1200kg.
Dimen�on : H-66”, L-51”-W-48”

►► Milling Machine (ATL-3103)

Horizontal and universal type milling machine for precise 
and quick produc�on of small and large components.

The machine has six spindles speeds and 3 feeds. The 
machine have automa�c feeding arrangement in longitu-
dinal. Table in both direc�on. The ver�cal and table move-
ments are hand operated.

The machine is constructed with Grade 1 Cas�ng. Spindles, 
Sha�s, Arbor, Screws, Gears, and Spacers are made from 
Alloy Steel. Spindle Gear Box is oil bath lubricated.

1650mm      1275mm     1200mm
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►► Nose Plier (ATL-3083)

Size 6” 8”

►► Number and Letter Punch (ATL-3094)

►► Number puch set (ATL-3308)

SIZE IN INCH

1/32”
1/16”
5/64”
3/32”
1/8”

5/32”
3/16”
1/4”

5/16”
3/8”
1/2”

SIZE IN MM

1
1.5
2

2.5
3
4
5
6
8

10
12

INNER

6
6
6
6
4
4
4
4
4
2
2

SIZE IN INCH

1/32”
1/16”
5/64”
3/32”
1/8”

5/32”
3/16”
1/4”

5/16”
3/8”
1/2”

SIZE IN MM

1
1.5
2

2.5
3
4
5
6
8

10
12

INNER

6
6
6
6
4
4
4
4
4
2
2
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►► Oil Can  (ATL-3841)

Size 1/4 Pint 1/4 Pint 3/4 Pint

►► Outside Micrometer (ATL-3017)

►► Parting Tool Holder (ATL-3466)

►► Pipe Bending Machine (ATL-3846)

Size in Inches 0-1 1-2 2-3 4-5 5-63-4

Size 3/8” 1/2” 5/8” 3/4”

Size 1/2” to 1-1/4”

Size in MM 0-25 25-50 50-75 100-125 125-15075-100
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►► Pipe Cutting Machine (ATL-3823)

Size
Special With Die Steel 3 Wheels

Special With Die Steel 1 Wheels

2”

►► Plier (ATL-3820)

Size 8”

►► Power Hydraulic Machine (ATL-3030)

STRUCTURE:
The Presses have good rigid structure for accurate works. 

POWER PACK UNIT:
Our Presses are powered by specially designed Power Pack 
Unit having Oil Breather (Hydroline), Oil Level Indicator 
(Hydroline), Suc�on Strainer (Hydroline), Gear pump (Bosch 
Rexroth), Flexible Coupling (Jeck Tech), Electric Motor 
(Crompton I Siemens), Hand Lever operated Direc�on Con-
trol Valve (Bosch Rexroth), Pressure Gauge (Air Master), 
Return Line Filter (Hydroline), Oil Tank (without oil), Internal 
& External Pipe Line etc. 
 

HYDRAULIC CYLINDER:
Our Presses are powered by specially designed Double 
Ac�ng Hydraulic Cylinders. Cylinders manufactured out of 
quality steel. Cylinder bores will be honed to mirror finish or 
long life of piston seals. All chevron seals & bronze stnp used 
for leak proof performance. Ram will be made from EN8 
material & surface ground hardened for long life of seals & 
corrosion resistance.
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►► Revolving Center (ATL-3820)

►► Round File Set (ATL-3820)

Size MT-3 No 3 MT-4 No 4

►► Rubber Mallet  (ATL-3802)

Size 30mm 40mm 50mm 70mm60mm

Capacity                  Distance Between           Distance Between         Stroke                       Motor
in Tonnes                       Column                            Ram To Bed                                                    H.P.
5                                     160x400                             125x500                     100                               2
15                                   200x750                             150x650                     150                               3
25                                   280x800                             175x800                     175                               3
40                                   375x950                             175x900                     175                               3
60                                  425x1010                            175x900                    200                                5
75                                  450x1125                            175x900                    200                                5
100                                500x1200                            175x900                    200                                5
150                                600x1300                           200x1000                   225                              7,5
200                                700x1400                           400x1200                   225                              10
250                                800x1500                           400x1200                   250                               15
300                                900x1600                           400x1200                   250                               20 
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►► Screw Drivers (ATL-3601)

►► Screw Drivers Set (ATL-3201)

BLADE SIZE
(mm)
6x100
6x150
6x200
6x250
8x150
8x200
8x250
8x300

10x200
10x250
10x300
10x400
10x450

TIP
DIMENSION

6x0.8
6x0.8
6x0.8
6x0.8
8x1.2
8x1.2
8x1.2
8x1.2

10x1.5
10x1.5
10x1.5
10x1.5
10x1.5

INNER

10
10
10
10
10
10
10
10
10
10
5
5
5

Screw Driver Kit

(With Neon Bulb with Five Blades in
6MM Dia Consisting Extension Rod)

►► Scriber (ATL-3850)

Size Round Type With Knife
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►► Sledge Hammer (ATL-3385)

►► Sledge Hammer 1½ kg (ATL-3385)

►► Sledge Hammer 3LB (ATL-3385)

►► Spanner Set 3LB (ATL-3385)

Size 11/2LB

Size 3LB

Size 1LB

10 x 11-18 x 19MM

►► Steel Rule (ATL-3017)

Size 6” 12” 18” 24”
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►► V-Block  (ATL-3691)

►► Surface Guage (ATL-3805)

►► Surface Plate with Stand (ATL-3630)

Size 9” 12” 15” 18”

►► Try Square (ATL-3802)

Size 6” 8” 10” 12”

SIZES IN MM

630 x 400 x 80

• Used for Grinding, Light Milling, Drilling & Inspec�on 
of Round & Square Jobs. 
• Accuracy for Flatness, Squarness and Parallelism 
within 0.005mm up to 150 mm L & 0.010 mm for 200 
mm L of "V" block. 
• Uniform and strong magne�c pull to all three mag-
ne�c surfaces Top, Bo�om & V face. 
• Easy ON - OFF facility. 
• All sides are so�.  
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►► Vernier Cliper (ATL-3108)

►► Digital height Guage (ATL-3151)

Range: - 0-600mm

SIZES IN MM SIZES IN MM Pull

40L x 40W x 50H [2"] Ø 3 - Ø 25 30 Kg 

Code Range  Accuracy Thumb  roller L a b c  d 
1108-150*
1108-200*
1108-250*
1108-300*
1108-150W
1108-200W
1108-250W
1108-300W

 0-150mm/0-6" ±0.02mm with 236mm 21mm 16mm 16mm 40mm 
0-200mm/0-8" ±0.03mm with 286mm 24mm 19mm 16mm 50mm 
0-250mm/0-10" ±0.03mm with 350mm 25mm 20.5mm 16mm 60mm 
0-300mm/0-12" ±0.03mm with 400mm 25mm 20.5mm 16mm 60mm 
0-150mm/0-6" ±0.02mm without 236mm 21mm 16mm 16mm 40mm 
0-200mm/0-8" ±0.03mm without 286mm 24mm 19mm 16mm 50mm 
0-250mm/0-10" ±0.03mm without 350mm 25mm 20.5mm 16mm 60mm 
0-300mm/0-12" ±0.03mm without 400mm 25mm 20.5mm 16mm 60mm 

 



      

 

 

 

 

HPLC Servicing, Validation, Trainings and Preventive Maintenance :
HPLC Servicing

Trainings 
AMC’s/CMC

Validations 
Instruments

About Analytical Technologies

Our Products & Technologies

Optical Emission
Spectrophotometer

DSC/TGA Semi Auto Bio
Chemistry Analyzer 

HEMA 2062 
Hematology

Analyzer

Micro Plate
Reader/Washer 

Liquid Partical
Counter

Fully Automated
CLIA

NOVA-2100
Chemistry Analyzer

PCR/Gradient PCR/
RTPCR

TOC
Analyzer

Laser Particle
Size Analyzer

Water purification
system

Total Organic 
Carbon 3800

UV/VIS
Spectro 2080+
Double Beam 

Infra FTIR Optima Gas
Chromatograph

3007

Optima Gas
Chromatograph

2979 Plus 

Flash
Chromatograph 

Atomic Absorption
Spectrophotometer 

URINOVA 2800
Urine Analyzer

Ion Chromatograph

:HPLC  Servicing : We have team of service engineers who can attend to any make of  HPLC promptly @the most 
affordable cost. 
:We also take up preventive Maintenace to reduce downtime of HPLC’s Trainings.
:AMC’s/CMC :We offer user training both in-House and at customer sites on HPLC principles, operations, trouble-
shooting. 
:Validations :We have protocols for carrying out periodic Validations as per GLP/GMP/USFDA norms.
:Instruments :We offer instruments/Renting Services Modules like pumps,detector etc. on Rent.

Analytical Technologies is synonymous for  offering technologies for doing analysis and is the Fastest Growing Global Brand having 
presence in at least 96 countries across the global. Analytical Technologies Limited is an ISO:9001 Certified Company engaged in 
Designing, Manufaturing, Marketing & providing Services for the Analytical, Chromatography, Spectroscopy, Bio Technology, Bio 
Medical, Clinical Diagnostics, Material Science & General Laboratory Instrumentation. Analytical Technologies, India has across the 
Country operations with at least 4 Regional Offices, 6 Branch Offices & Service Centers. Distributors & Channel partners worldwide.
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HPLC Solutions MultipleLabs Analytical Bio-Med Analytical Distributors Analytical Foundation (Trust)

Corporate & Regd. Office:
Analytical House, # E67 & E68,
Ravi Park, Vasna Road, Baroda,
Gujarat 390 015. INDIA

T: +91 265 2253620
    +91 265 2252839
    +91 265 2252370
F: +91 265 2254395

E: info@hplctechnologies.com
    info@multiplelabs.com
    info@analyticalgroup.net
    info@analyticalbiomed.com

W. www.analycalgroup.net
     www.hplctechnologies.com     
     www.multiplelabs.com
     www.ais-india.com

Sales & Support O�ces:
across the country :
Distributors & Channel
partners World Wide

Regulatory compliances

Analytical Foundation is a nonprofit organization (NGO) found for the purpose of:

1.Research & Innovation Scientist’s awards/QC Professional Award : Quality life is 
possible by innovation only and the innovation is possible by research only, hence 
ANALYTICAL FOUNDATION is committed to identify such personallities for their 
contributions across various field of  Science and Technology and awarding them 
yearly. To participate for award, send us your details of research / testing / publica-
tion at Info@analyticalfoundation.org

2. Improving quality of life by offering YOGA Training courses, Work shops/Semi-
nars etc.

3. ANALYTICAL FOUNDATION aims to DETOXIFY human minds,souls and body by 
means of yoga, Meditation, Ayurveda, Health Care, Awards, Media, Events, Camps 
etc.
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